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Spacecraft thermal control design is traditionally based on passive elements that help in
maintaining the spacecraft temperatures within the required limits. The passive thermal hardware
include various types of surface fmishcs and paints, multilaycr  insulation, thcnnostatical]y  controlled
heaters (both mechanical and electronic thcnnostats),  radiators, mechanical louvers, and conduction
control clcmcnts.  Heat pipes have been used increasingly in the last fifteen years to both enhance and
control heat transfer bctwccn  spacecraft compoilcnts.  Capilla~’  pumped loops also have been used in
rcccnt  years to ovcrcomc some of the limitations posed by the heat pipes.

Mechanically pumped single-phase cooling loops have been used extensively for ground
applications and aircraft applications. They have also been used in spat.c for short duration applications
(a few weeks) such as in the spaec shuttle. Mechanically pumped single phase cooling loops can provide
enormous flexibility and robustness to the thermal design of spacecraft. They eliminate some of the
limitations posed by heat pipes or capillary pumped loops in relation to integration and testing of the
spacccratl,  With the inclusion of variable control elements in the loop, they can provide some autonomy
for the spacecraft thcnnal ~ontrol that would greatly reduce monitoring efforts needed during flight.
However, mechanically pumped loops have not been used for long duration space applications lasting
months or ]ongcr. The main reason for this has been the lack of heritage of the mechanical pumps on
long duration missions. Even short-tcnn  spacecraft flights (lasting less than year, such as Clementine)
have used eomplcx combinations of various kinds of heat pipes to achieve the thermal control required.

Currently, a mechanically pumped loop is being designed and fabricated as a part of the thermal
control systcm for usc on the M,ars Pathfinder spaeemdl  which will  be launched in December 1996. The
flight duration rcquircmcnt  for the loop is about seven months. The pumped loop design was chosen as
the most cost cffcctivc  design to accommodate the difficult spacecraft iritcgration,  test, and flight
rcquircmcnts. Redundant nlotor/pump  units arc used as part of the design. The only variable control
clcmcnt  used in the loop is a thcrmd control valve which modulates the flow as a function of the fluid
tcmpcraturc.

}Icat  pipes, thcnnal/n]ccl~anical  links were traded-off with pumped loop systems before the
select ion of the mechanically pumped loop concept for the Pathfinder Spacccl  aft, Tradeoffs associated
with the selection of the working fluid (Freon-11), tubing (size & layout), schcmcs  to vent the freon
before Martian entry, and ground support cooling were performed, A dcvclopnlcnt  test to characterize
the thcnnal  and hydraulic pcrform,ancc  of the cooling loop was conducted, Life testing of the long-term
pcrfonnanec of this loop is ongoing. This presentation will discuss the dcsi~n  of this cooling loop, the
trade-offs pcrfonncd,  some details of the associated hardware and results of tests conducted to
characterize its performance.


